Sample specification for DURAWATT CL Cement-lined Electric Water Heaters.
Furnish and install electric water heater(s) as supplied by PVI Industries, L.L.C. of Fort Worth, Texas. Supply model numbers and quantities as indicated on the plumbing schedule. 

 

Construction

After the steel tank is entirely fabricated, it will be completely lined with cement through a rotational molding process.  No magnesium anode rods will be  required to protect the tank from corrosion.  All tank fittings will be of silicon bronze. Tank shall have a rated working pressure of 150 psi and shall be tested at 300 psi.  

 


Heating elements will be copper sheathed.  Heater will include an immersion-type high-temperature cut off switch that will be individually fused to the magnetic contactors to provide power to the elements. Elements shall be controlled by an   immersion-type adjustable thermostat.  Control and power circuits shall be factory fused.  A 120-volt control circuit transformer will be included. 

 


An ASME-rated and listed temperature and pressure relief valve shall be    included with each commercial water heater.  The heater shall be listed by           Underwriters Laboratories to comply with UL 1453.  Water heater will satisfy     ASHRAE 90.1 standards. 

 


Tank shall be enclosed in a corrosion-proof plastic jacket.  Tank shall be     insulated with a minimum of 2" of urethane foam.  Tank shall be mounted on heavy-duty steel legs.  

 


Tank shall be backed by a ( ___ three-year, ___ five-year) warranty against leakage and /or the production of rusty water.  A copy of the manufacturer’s        warranty must accompany submittal documents.  
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